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ACCESS TO BE LOCATED WHERE MINIMUM GAP

 SIGHT DISTANCE OF 5 SECS IS AVAILABLE

PREFERRED OPTION WITH INDENTED ACCESS  OPTION WITHOUT INDENTED ACCESS

AADT < 2000

5m 5m

CL  ROAD PAVEMENT

PROVIDE LAYBYS ON DEPARTURE SIDE

OF PROPERTY ACCESS TO BE USED

ALSO AS MAIL SERVICE SHELTER

STANDARD  RURAL

PROPERTY ACCESS

HEADWALLS AND NON-FRANGIBLE

ROADSIDE FURNITURE TO BE

LOCATED OUTSIDE CLEAR ZONE

ACCESS CAN BE SEALED TO

PROPERTY BOUNDARY (TO MINIMISE

MUD ON THROUGH ROAD)

A 4m GRID SHALL BE INSTALLED IF ACCESS

POINT IS LESS THAN 22m FROM EDGE LINE AND

IS USED BY SEMI-TRAILERS. AN INWARD

OPENING 3.6m GATE SET BACK 15m FROM EDGE

LINE IS AN ALTERNATE IF ACCESS POINT IS TO

BE USED ONLY BY SINGLE UNIT VEHICLES 12.5m

LONG OR LESS. WHERE ROAD TRAIN ACCESS IS

REQUIRED, A MINIMUM WIDTH OF 6m SHOULD

BE PROVIDED, THE DESIRABLE WIDTH BEING 8M

MINIMUM LENGTH TO STORE

SINGLE UNIT TRUCK WHERE

A GATE RESTRICTS ACCESS

 PROPERTY BOUNDARY

EDGE OF BITUMEN

R

 

1

0

m

5m 5m

R

 

1

0

m

2m 2m

CL  ROAD PAVEMENT

1
5
m

SEALED CARRIAGEWAY

3%

4%

SHOULDER

B
O

U
N

D
A

R
Y

TYPICAL CROSS SECTION

MINIMUM OFFSET TO RAMP SHALL BE

GOVERNED BY CLEAR ZONE DISTANCE AND

SUIT TURNING PATH OF SINGLE UNIT TRUCK

INTERNAL GATES ON ACCESS SHALL BE SET

BACK A MINIMUM OF 15m FROM EDGE OF TRAFFIC

LANE FOR SINGLE UNIT TRUCKS AND 22m FOR

SEMI-TRAILERS. WHERE ROAD TRAIN ACCESS IS

REQUIRED, A MINIMUM WIDTH OF 6m SHALL BE

PROVIDED, THE DESIRABLE WIDTH BEING 8m

MINIMUM LENGTH TO STORE

SINGLE UNIT TRUCK WHERE

A GATE RESTRICTS ACCESS
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PRECAST CONCRETE
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 TYPICAL CLEAR ZONE 6m RURAL ROAD

80km/hr NO SEVERE DROP OFF FROM ROAD

 V.P.D

 1501-6000

 3.5m

 CLEAR ZONE
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AADT < 2000

MAX CHANGE

OF GRADE 12%

SEMI-TRAILERS AADT < 1000

PROVIDE 8m WIDE RAMP

WHERE ACCESS POINT IS

BETWEEN 8m AND 15m FROM

EDGE OF TRAFFIC LANE
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